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door
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closing

Interior 
fi nishing 
made of 

auto extin-
guishing 
acoustic 
pyramid 
foam in 

anthracite 
grey

• 33650 PRO 25 - 96x96x197 cm
Portable, lightweight, sound proof 
booth, easy to install in few minutes. 
Interior fi nishing made of acoustic 
pyramid foam in anthracite grey. External 
fi nishing made of highly resistant, fi re 
proof washable panel. Module for cable 
connection included. Made in Italy.
• 33651 TABLE - 79x50 cm

SANIBEL™ ear tips were designed for use with acoustic immittance 
instruments and otoacoustic emission system. Made of a soft and 
sticky biocompatible material, these ear tips greatly improve the 
ease of obtaining and keeping a good seal, allowing the tester to 
quickly move on to other tasks. Available in different sizes, with 
different shapes (mushroom and fl anged ear tips for infants). 
The complete range makes it possible to accomodate all ear canal 
shapes and sizes. All Sanibel™ ear tips are latex free.

GIMA
code SANIBEL™ AZE MUSHROOM EAR TIPS Minimum 

order
53500
53501
53502
53503
53504
53505

Ear tip 6 mm - violet
Ear tip 7 mm - yellow
Ear tip 9 mm - green
Ear tip 10 mm - light blue
Ear tip 11 mm - white
Ear tip 13 mm - yellow

bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs

GIMA
code SANIBEL™ ADI FLANGED INFANT EAR TIPS Minimum 

order
53515
53516
53517

Ear tip 3-5 mm - red
Ear tip 4-7 mm - blue
Ear tip 5-8 mm - yellow

bag of 100 pcs
bag of 100 pcs
bag of 100 pcs

GIMA
code SANIBEL™ ADI MUSHROOM EAR TIPS Minimum 

order
53520
53521
53522
53523
53524
53525
53526
53527

Ear tip 7 mm - blue
Ear tip 8 mm - yellow
Ear tip 9 mm - green
Ear tip 10 mm - red
Ear tip 11 mm - blue
Ear tip 12 mm - yellow
Ear tip 13 mm - green
Ear tip 14 mm - red

bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs
bag of 100 pcs

Hertz  125 250 500 1000 2000 4000

PRO 25 dB  18.0 16.0 26.7 30.8 28.8  30.9
PRO 28 dB  21.7 25.6 32.6 36.2 34.0  41.1 
PRO 30 dB  23.4 24.1 27.8 34.5 31.3  36.4

STANDARD ACCESSORIES
- module for silent audiometer 
cable connection
- internal illumination
- ventilation system 
(PRO 28, PRO 30 only)
- ISPM-15 wooden box for transport
- manual: GB, IT

• 33654 PRO 30 - 107x107x242** cm
• 33653 PRO 30 - 132x132x242** cm
• 33655 PRO 30 - 211x107x242** cm
• 33656 PRO 30 - 211x211x242** cm
• 33657 PRO 30 - size on request
available any size from 1x1 to 3x3
Range with different sizes, with high noise 
reduction and ventilation system. External 
fi nishing made of highly resistant, 
fi reproof, washable panel and aluminium 
frame. Module for cable connection 
included. Made in Italy.
• 33651 TABLE 79x50 cm
• 33652 RAMPS for wheelchair access

• 33649 PRO 28F - 96x96x197 cm
New compact booth with an outstanding 
level of sound proofi ng and excellent 
acoustic thanks to innovative materials. 
Internal fi nishing made of fi re proof, 
washable and very resistant fabric. 
Internal ventilation system.
External fi nishing made of highly 
resistant, fi reproof, washable panel.
Module for cable connection included. 
Made in Italy.
• 33651 TABLE 79x50 cm

33650 +
33651

33653 +
33651

33649 +
33651

Cable connection module

ACOUSTIC INSULATION

34.5 dB
at 1,000 Hz

30.8 dB
at 1,000 Hz

36.2 dB
at 1,000 Hz

AUDIOMETRIC BOOTHS - CONFORM TO 93/42/CEE - 2007/47/CE - Class I

SINGLE USE TYMPANOMETER EARTIPS - FOR MOST BRANDS

VERIFIED COMPATIBILITY FOR SANIBEL™ ADI
Amplivox® Otowave™ with clear (Type 1) probe
Interacoustics® AT235™ & AT235h™ with clear probe tip adapter
 AA222™ & AA220™ with clear probe tip adapter
 Eclipse™ and MT10™ with clear probe tip, Titan™

Maico® MI24™, MI26™, MI34™, MI44™ with clear probe tip adapter
 easyTimp™ - Otowave™ - Ero-scan plus™ - easyScreen™

MEDRx® Otowave™ 

Grason-Stadler®:  Corti™

VERIFIED COMPATIBILITY FOR SANIBEL™ AZE
Grason-Stadler® Tympstar™

Interacoustics® AT235™ & AT235h™ with black probe tip
 AA222™ & AA220™ with black probe tip
 old MT10™

Maico® MI24™, MI26™, MI34™, MI44™ with black probe tip
Kamplex® All tympanometers

TECHNICAL SPECIFICATIONS
33650 33649 33654 33653 33655 33656

External size (cm): 96x96xh 197 96x96xh 197 107x107xh 242** 132x132xh 242** 211x107xh 242** 211x211xh 242**

Internal size (cm): 81x81xh 180 81x81xh 173.5 92x92xh 201 117x117xh 201 196x92xh 201 196x196xh 201
Door  size cm: 55xh 168 55xh 168 75xh 200 75xh 200 75xh 200 75xh 200
  opening: Left/Right Left/Right Right*

Windows size cm: 56xh 56 56xh 56 56xh 88
 material: 2 - crystal insulating safety glass
Wall thickness cm: 7.5 7.5 7.5 7.5 7.5 7.5
Weight (kg): 198 233 255 317 356 552
Ventilation: no yes yes yes yes yes
Tested noise reduction dB at 1,000 Hz: 30.8 36.2 34.5
Internal illumination power V-Hz: 230 - 50/60 86-265 - 50/60
Norms: Class I Medical Devices European Directive 93/42 CEE

*Left opening available on request             **Height includes air ventilation system (25 cm)

OUTSTANDING 
SOUNDPROOF 

LEVEL


